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About This Guide 

This guiIe proIiIes information about the serIices anI functions aIaiIabIe with the 

InIroiI Ipp for the II-302 anI how to access them. 

 

 

The topics covered in this guide include: 

� Introducing the DL-302 App 

� Installing the DL-302 App 

� Understanding the Navigation Panel 

� Accessing data from the DL-302 device 

� Understanding the Monitor Screen 

� Searching for DL-302 devicesSetting a Group 
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 Introducing the DL-302 App  

 

The InIroiI Ipp for the II-302 is IesigneI to enabIe Iata from an ICI III II-302 

IeIice to be remoteIy accesseI anI monitoreI. The Ipp can be useI to IispIay reaI 

time CO2I temperature anI humiIity measurements from the II-302 IeIice that can 

be accesseI either by entering a specific II aIIressI or by performing an automatic 

search for aIaiIabIe IeIices. 

 

This Ipp aIheres to the InIroiI human interface guiIeIines for a proIuctiIity IppI 

so it can be useI immeIiateIy without the neeI for any compIicateI configuration. 

 

 

Technical Support 

The Ipp is IesigneI to be easy to useI so onIy incIuIes functions reIateI to IeIice 

monitoring. 

 

� For IetaiIs of more extensiIe functionaIityI refer to the User ManuaI for the 

II-302 Iogger UtiIity that can be founI at: 

http://ftp.icpdas.com/pub/cd/usbcd/napdos/dl-302/dl302_logger/ 

 

� For more information reIateI to the II-302 IeIiceI refer to: 

http://www.icpdas.com/root/product/solutions/remote_io/rs-485/dl_series/dl-302.

html 
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 Installing the DL-302 App 

 

There are two methoIs of instaIIing the II-302 Ipp.  

 

� Use the QI CoIe Ipp on a mobiIe IeIice (e.g.I BarcoIe Icanner) to scan the QI 

coIe shown beIow. Ifter scanning the coIeI a web page wiII be openeI where 

the app can be IownIoaIeI. This is the preferreI methoI anI ICI III strongIy 

recommenIs using this approach. 

 

 

� IIternatiIeIyI use the browser on the mobiIe IeIice to access the foIIowing  

website to IownIoaI anI instaII the II-302 Ipp: 

http://ftp.icpdas.com/pub/cd/usbcd/napdos/dl-302/android_app/dl302.apk 
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 Understanding the Navigation Panel 

 

The Ipp uses a naIigation paneI that iIentifies the user IocationI anI proIiIes 

user action anI naIigation moIes. This offers users a famiIiar interface across 

appIications that the system gracefuIIy aIapts for Iifferent screen 

configurations.  
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 Accessing data from the DL-302 device 

 

 

� Automatically record the last connected 

IP address  

The II aIIress fieII automaticaIIy shows the 

Iast connecteI II aIIressI which means that 

the II aIIress Ioes not haIe to be repeateIIy 

entereI when connecting to the same IeIice. 

 

� Open connection 

On the “Connection” screenI enter the II 

aIIress for the II-302 IeIice to be monitoreII 

anI then tap the "Itart Monitor" button to 

connect to the IeIice.  

 

 

 

 

 

  Once a connection has been estabIisheII a page 

wiII be IispIayeI that inIicates the reaI time 

CO2I temperature anI humiIity reaIings. 
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 Understanding the Monitor Screen 

 

� Alias and IP Address   

The aIias anI II aIIress of the connecteI 

II-302 are IispIayeI in the titIe bar. 

 

� Visual reference for current CO2 

levels 

The coIors in the CO2 status monitor wiII 

change from green to reI to inIicate the 

Iifferent CO2 IaIues.

 

 

� Real time values 

InIicates the reaI time CO2I temperature 

anI humiIity reaIings. 

 

 

The foIIowing is an oIerIiew of how rising CO2 IeIeIs affect the human boIy. 
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 Searching for DL-302 devices 

 

 

� Search 

If the II aIIress for the specific IeIice is 

unknownI tap the Iearch icon to search 

for aII II-302 IeIices that exist within the 

same Iomain as the mobiIe IeIice 

connecteI through the Wi-Fi connection. 

 

� List all the discovered DL-302  

Once the search is compIeteI a Iist of the 

IiscoIereI IeIices wiII be IispIayeI. If no 

IeIices are iIentifieII a message box wiII 

be IispIayeI to aIIise that no IeIices 

haIe been founI.  

 

 

 

 

 

� Viewing data for a specific device 

Tap the name of a IeIice to IispIay the 

reaI-time CO2I temperature anI humiIity 

Iata for that IeIice. 
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� Viewing the device information 

Tap the  icon on the IeIice Iist 

page to Iiew the information for a 

specific moIuIe. Tap the "OK" button 

to cIose the message box. 

 

 

 

 

 

 

 

 

 

 

 

� Triggering an Alert 

 

The II-302 Ipp can be useI to trigger an aIert on the II-302 IeIice. To enabIe 

this functionI tap the  icon on the IeIice Iist page to instruct the IeIice to 

sounI an aIert. The green power IEI on the II-302 IeIice wiII fIash whiIe the 

aIert is sounIing.  
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� Add devices to a new group 

The IiscoIereI II-302 IeIices can be aIIeI to a specific groupI which heIps to 

organize II-302 IeIices into IogicaI groupings to simpIify managementI 

monitoringI anI configuration.   

 

 

 

 

  

Itep 1: Tap the “III IeIices to a group” 

button to open the “IeIect IeIices” page. 

Check the checkbox for the IeIices that 

are to be aIIeI to a group. 

IeIect or IeseIect aII IeIices 

Ieturn to the preIious search 

resuIts page 
Itep 2: Tap the “IeIect Group” button 

to open the “IeIect group” page. 
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Itep 3: If no groups currentIy existI a new 

group must be createI. Tap the “New 

Group” button to create a new group. 

Itep 4: Enter a name for the group anI 

then tap the “Ok” button to create the 

new group. Once createII the group Iist 

page wiII be automaticaIIy IispIayeI. 
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� Add devices to an existing group 

If a group aIreaIy exitsI the group names wiII be IisteI on the "IeIect or create a 

new group" page aIIowing IeIices to be aIIeI to an existing group. 

 

 

 

  
Itep 1: Tap the name of the group to 

IirectIy aII the seIecteI IeIices to the 

existing group. 

Ifter aIIing the IeIicesI the 

group page Iisting aII existing 

groups wiII be automaticaIIy 

IispIayeI. 
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 Setting a Group 

 

� List all groups 

Tap the Group iconI anI a Iist of aII 

existing groups wiII be IispIayeI. 

 

� Change the name of a group 

Tap the  icon for a seIecteI groupI 

anI then enter a new group name in the 

IiaIog box. Tap the “Ok” button to saIe 

the new name. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

� Delete a group 

Tap the  icon for a seIecteI groupI anI then 

tap the “Ok” button in the confirmation 

message to IeIete the group. 
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� Device information 

IeIect a name in the group Iist to open a new page that shows aII the IeIice 

information for aII the IeIices incIuIeI in the seIecteI group. The name of the 

seIecteI group is IispIayeI in the titIe bar. 

 

� Devices CO2 levels 

Ifter seIecting a groupI the appIication wiII automaticaIIy connect to aII II-302 

IeIices within the group to retrieIe the Iatest reaI-time CO2 IaIues anI wiII use 

a IisuaI reference to represent the current CO2 IeIeIsI meaning that the current 

status anI CO2 IeIeIs for aII IeIices can be immeIiateIy IetermineI.  

 

OFFIINE 350 450 700 1000 2500 5000 
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� Delete devices from a selected group 

 

 

 

 

 

 Itep 1: On the IeIice Iist page for a 

seIecteI groupI tap the “IeIete” button 

to open a page where the IeIices to be 

IeIeteI can be seIecteI 

Itep 2: Check the checkbox(es) for the 

IeIice(s) to be IeIeteI from the groupI anI 

then tap the ”IeIete” button. Tap the “Ok” 

button in the confirmation message to 

IeIete the IeIice(s) from the group. 

Tap the “CanceI” button to canceI 

the IeIete action anI return to the 

preIious IeIice Iist page 


